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MONITORING WELL INSTALLATION DIAGRAM
BORING/MONITORING WELL NUMBER:

MW-1
ST #

ST Number
OVERSEEING GEOLOGIST

M. Geologist
DRILLER

A. Driller
R #

R Number
DRILLING METHOD

DIRECT PUSH
SAMPLING METHOD

SPLIT SPOON
SITE NAMEBerthoud County International

Airport
BOREHOLE DIAMETER

4 INCHES
SAMPLING INTERVAL

CONTINUOUS
SITE ADDRESS

363 W. Drake Berthoud
TOTAL BORING DEPTH

30'
STATIC WATER LEVEL

22'
DATE OF CONSTRUCTION

2.Feb.2006
TOP OF CASING ELEVATION

24.5'
GROUND SURFACE ELEVATION

23.5
PID SAMPLE

READING IDENTIFI-
WELL CONSTRUCTION DETAILS LITHOLOGIC DESCRIPTION AND REMARKS (PPM) CATION

Manhole cover
TYPE OF PROTECTIVE CASING

Concrete
TYPE OF SEAL

15
18

Sch.40, 2"ID PVC
TYPE OF RISER

2930' Bentonite
TYPE OF SEAL3

Sch. 40 .001 PVC 2"
ID
TYPE AND SIZE OF SCREEN

40-20
TYPE OF FILTER

6"
TYPE OF SEAL

COMMENTS:
Samples sent for laboratory analysis: SS-3 and SS-4.


